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High SideLow Side

1.660’’ O.D. Rail 3.00 #/ft. 1.050’’ O.D. Sleeve 1.47 #/ft.
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þÿ�2�6’’ 6’’

*

fitting on either side of expansion joint).

þÿ�(�#�2� �d�r�i�l�l�)� �i�n� �r�a�i�l� � �f�o�r�

EXPANSION JOINT DETAILS

þÿ�S�c�a�l�e�:� � �1�

þÿ�
R

Note: Screen not shown.

cL Longitudinal  Rail

cL Post

þÿ�1�’�’� �x�  ��’�’� �p

to post.
Malleable iron fitting.

þÿ�L�  &�’�’� �x� �1 ��’�’�

and nut (not shown).
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cL Longitudinal  Rail

Typ.
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Typ.
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þÿ�1�’�’� �x�  ��’�’� �p

to post.

cL Post

Malleable iron fitting.

þÿ�L�  &�’�’� �x� �1 �

bolt and nut

(not shown).

END POST INTERMEDIATE POST

þÿ�S�c�a�l�e�:� � �1�

TOP LONGITUDINAL RAIL - POST ATTACHMENT

Main fence post or frame

post for anti-climb shield.1’’ max.

þÿ�‘�’�’� � 

þÿ 0�’�’� � �x� ���’�’� �

þÿ &�’�’� � � �T�r�u�s�s� �r�o�d�s�,� �e�

Jam Nut

Malleable iron

turnbuckle.

Malleable iron fitting.

cþÿ�L�  &�’�’� �x� �1 �

bolt and nut.

þÿ ��’�’� �x� �1

Band

þÿ�S�c�a�l�e�:� � �1�Scale: None

STRETCHER BAR ATTACHMENT TRUSS ROD ATTACHMENT

Head Steel  Drive Screw zinc plated. (Typ. each

þÿ�b�e� �‘�’�’�-�1�8

þÿ &�’�’�-�1

Hex. nut 

threads shall

opening is greater then this, dimension

shall  be increased to match proposed

movement.

DATE: OFFICE OF BRIDGE DEVELOPMENT

STATE HIGHWAY ADMINISTRATION

DEPARTMENT OF TRANSPORTATION

STATE OF MARYLAND

STANDARD NO. SHEET OF

SHA FHWA

REVISIONS

APPROVAL

FHWA APPROVAL

DATE:

Drill  0.250’’   hole fitting and 0.221’’    hole

þÿ�I�f� �o�p�e�n�i�n�g� �i�n� �p�a�r�a�p�e
DIRECTOR

OFFICE OF BRIDGE DEVEL.

 

 

 

 

 
1

 

 
1

S
U

P
E

R
-F

E
N

C
IN

G
 N

E
W

 S
T

R
U

C
T

.11-9-76

6-8-90

6/3/76

8-4-87

1-22-01

CHAIN LINK SAFETY FENCE - NEW STRUCTURES

MISCELLANEOUS DETAILS

BR-SS(3.04)-75-24


